
Elastic Pipe Suspension
Clamps VT-VVS
Vibratec's VT-VVS elastic pipe clamps are

designed to reduce structure-borne noise. It is

very versatile since it is excellent when installing

new pipes or upgrading previous installations. We

offer five different clamp sizes: Small, Medium,

Large, Custom and size Small for dual pipes.

Single Pipe VT-VVS-1M (Medium)

Vibratec's singe pipe clamp VT-VVS 1M size

Medium, is designed to reduce structure borne

noise. It is very versatile since it is excellent when

installing new pipes or upgrading previous

installations.

Product Characteristics

VT-VVS-1M Diameter Ø42-112mm

This product comes with two types of elastic pads. They

have different perforated hole configurations, so they are

marked 1 or 2 in the top left corner. When installing, tear off

the part or parts of the pad needed to fit the clamp to the

right pipe diameter.

Common pipe diameters in this range:

Cu pipes: Ø42, Ø54, Ø76,1, Ø88,9, Ø108,

Sewage pipes: Ø50, Ø70, Ø110

Spiro pipes: Ø80, 100

Product Applications

Perfect for HVAC installations, and pipe suspensions

mounted in the floor structure, on walls or ceilings in builings

where structure borne noise needs to be reduced to follow

acoustic requirements.

Mounting on existing pipe installations

The elastic pads have a slit into the center so it is possible to

mount the clamp on already installed pipes. This makes the

VT-VVS clamp very effective when upgrading previous

installations and reducing structure borne noise.

Quietly Improving Your Environment

www.vibratec.org
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VT-VVS-1M technical specifications
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VT-VVS 1M Range

Downloads

VT-VVS-1M

technical

specifications

Product type Cushion type

Hole configuration
Common pipe Ø

ØMin ØMax

(mm) (mm) (mm)

VT-VVS-1M

Type 1

42 47

52 57 54

62 67

72 77 75, 76

82 87

92 97

102 107

Type 2

47 52 50

57 62

67 72

77 82

87 92 88.9

97 102 100

107 112 108, 110

Contact information

Sweden

+46 176207880

info@vibratec.se

Norway

+47 33070750

info@vibratec.no

Denmark

+45 49132244

info@vibratec.dk

Estonia

+372 56627990

info@vibratec.ee

Finland

+35 8402589117

palvelu@3di.fi

India

+91 7755996308

rc@vibratec.in


vibratec.org/linkedin


vibratec.org/youtube


vibratec.org/vimeo
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